Human space missions generate waste materials. A 70-kg crewmember creates a waste stream of 1 kg per day, and a four-person crew on a deep space habitat for a 400+ day mission would create over 1600 kg of waste. Converted into methane, the carbon could be used as a fuel for propulsion or power. The NASA Advanced Exploration Systems (AES) Logistics Reduction and Repurposing (LRR) project is investing in space resource utilization with an emphasis on repurposing logistics materials for useful purposes and has selected steam reforming among many different competitive processes as the preferred method for repurposing organic waste into methane. Already demonstrated at the relevant processing rate of 5.4 kg of waste per day, high temperature oxygenated steam consumes waste and produces carbon dioxide, carbon monoxide, and hydrogen which can then be converted into methane catalytically. However, the steam reforming process has not been studied in microgravity. Data are critically needed to understand the mechanisms that allow use of steam reforming in a reduced gravity environment. This paper reviews the relevant literature, identifies gravity-dependent mechanisms within the steam gasification process, and describes an innovative experiment to acquire the crucial kinetic information in a small-scale reactor specifically designed to operate within the requirements of a reduced gravity aircraft flight. The experiment will determine if the steam reformer process is mass-transport limited, and if so, what level of forced convection will be needed to obtain performance comparable to that in 1-g.
I. Introduction and Background
UMAN space missions generate waste materials. A 70-kg crewmember creates a waste stream of approximately 1 kg per day, and a four-person crew on a deep space habitat for a 400+ day mission would create over 1600 kg of waste. 1 Converted into methane, the carbon could be used as a fuel for propulsion or power. Waste disposal techniques currently utilized on International Space Station (ISS), a Progress tanker for disposal, are not the solution to waste disposal on a deep space habitat. A recent study indicated routine jettisoning of waste overboard, utilizing an air-lock, would waste significant amounts of gas and contaminate the vicinity with debris. 2 For NASA's deep space missions, waste is a potential resource that could be repurposed into fuel for propulsion or power with the added benefit of (re-)generating habitable volume.
In this study, a review of the relevant steam reformer literature is summarized, with emphasis on the identification of gravity-dependent mechanisms within the steam gasification process. An understanding of the problems associated with gravity-dependent mechanisms leads to a discussion on the prospects of utilizing steam reforming in a reduced gravity environment where mass transport limitations play a role. A reduced gravity experiment to acquire the crucial kinetic information in a small-scale reactor specifically designed to fit within the requirements of an aircraft parabolic flight is considered. The experiment will provide answers to whether the steam reformer process can be utilized in microgravity, determining if the steam reformer process is mass transport limited, and if so, what level of forced convection would be needed to obtain performance comparable to that in 1-g. Potential features of the steam reformer are also discussed.
A major departure from previous work is to consider the influence of gravity on the steam gasification process. Though considerable modeling has been reported in the literature, the modeling was designed for terrestrial applications where buoyancy and convection play a role. [3] [4] [5] Previous modeling was for applications such as coal and biomass gasification, often in the absence of added oxygen. Recent work by Pioneer Astronautics, Littleton, CO, utilizing oxygenated steam, suggests that there is a significant reduction in the volume of organics via a multistep process. 6 Organic volatiles first combine with the oxygen in the steam carrier gas, in essence a combustion process that yields a release of heat in the vicinity of the organics in the reaction chamber. This rapid exothermic reaction preheats additional organics creating what is considered here to be a nascent porous char. As the temperature exceeds 800 °C, steam reacts with the nascent char via the steam gasification reaction and carbon dioxide present from combustion reacts with the nascent char via the Bouduard reaction, equations (1) and (2) respectively. The Water-Gas Shift Reaction (3) is available to maintain equilibrium between carbon monoxide and carbon dioxide. 
The three parts of this mechanism relevant to a reduced gravity discussion are 1) combustion of volatiles to create buoyant gas products and an environment that exceeds 800 °C, 2) mass transport of steam and carbon dioxide through the porous char, and 3) mass transport of hydrogen and carbon monoxide away from the porous char. It is important to note that as pores in the char grow and combine, the pore structure deteriorates and transitions to fragments where convection between fragments becomes important, as depicted in Figure 1 . To evaluate the problems and prospects of utilizing steam reforming as a source of fuel for in-space propulsion, and a means of reducing the volume of unsanitary waste, a research effort was initiated to model steam reforming and understand reduced gravity operations. Results from the modeling effort were utilized to design a potential reduced gravity aircraft experiment.
II. Steam Reformer Modeling, a Multistep Process
The premise for modeling is based on sequential decomposition of the organic material, first by volatilization of the light organics leaving char, and next by reaction of steam and carbon dioxide with the nascent char to produce hydrogen, carbon monoxide and carbon dioxide.
A. Mass Transport in Char Pores -Early in the Process
Additional research in the area has focused on the gasification of coal chars, where the coal char is modeled as either a porous solid or as a nonporous fragment. 7 In a given porous particle, pores are considered to be small in diameter compared to the mean free path of a gas. One estimate of coal char pore diameter is 2 nm. 8 Another estimate suggests pore diameters are on the order of 5 to 18 nm. 9 Based on an equation by Walker et.al, for most molecules a rough estimate of mean free path at 2 atmospheres is approximately 50 nm, 10 so Knudsen diffusion is thought to dominate. In a char particle, a pore is analogous to a black body cavity where the carbon char serves as an isothermal structure and the pore itself serves as a cavity of high aspect ratio. In this analogy, the cavity is of uniform temperature and convection is absent, at least early in the steam reformer process, noteworthy to the reduced gravity discussion. The char particle is considered to have a network of pores, each pore branching into other pores. Particle deterioration ensues until a critical value is reached. As gaseous reactants diffuse in and consume the interior of the pores, the pores grow in depth and diameter. Fragmentation finally occurs. Upon deterioration, the grain remnants are separated, are at different temperatures, and under terrestrial conditions convection begins to play a dominant role. Here, diffusion and mass transport derived from convection serve to deliver reactants to and products away from the surface. It is the disintegration of particles and transition to convection which is of interest to the reduced gravity discussion.
B. Networks, Critical Porosity, and Fragmentation -Late in the Process
The network of pores and pore growth in solids is amply discussed in the literature. 11 Pores inside a particle provide much surface area for gasification. Selected pores may be isolated initially from the outside, but are joined to the outside as an outside accessible pore grows and connects with the isolated region. Once the percolation threshold is surpassed, the connectivity of the pore structure increases substantially as pores join. Eventually, as much of the solid disappears via gasification, the remaining solid breaks into fragments. The process of fragmentation depends upon the degree of initial porosity, diffusion of the gaseous reactants, and the gasification kinetics on the interior surfaces, as well as mechanical forces such as stirring, mixing, or agitation. The creation of tens of fragments per char particle is not unreasonable. In any case, once particle disintegration occurs, the fragments are subject to dynamic conditions in the reactor. Convection begins playing a role, terrestrially.
For those fragments that are dense and without pores, gasification of the fragment particle follows the shrinking core model where gasification diminishes with diminishing accessible surface area.
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C. Light Organics and the Impact of Buoyancy on Kinetics
Finally, there is the step which creates the char in the first place, removal of the light organics. One concept for light organics combustion is a multiple orifice concept, as depicted in Figure 2 , where multiple orifices in a cylinder introduce oxygenated steam into the reactor at the location where the organic material is to be consumed. The light organics volatilize rapidly via a heating mechanism where the oxygen mixed with the steam at a sufficiently high temperature causes an exothermic reaction, i.e combustion. The energy released is available to the system to heat the adjacent organic material, creating nascent char. Eventually, the volatiles are consumed by oxygen, char is consumed by the steam gasification and Bouduard reactions, and hydrogen, carbon monoxide, carbon dioxide and steam exit the system in thermochemical equilibrium. . Utilizing a representative dimension of one millimeter for spacing between remaining char particles, the coefficient of expansion and kinematic viscosity of steam (at an available value of 260 °C), and estimating the temperature difference between the surface and the bulk of the fluid to be of order 10 °C, the Grashof number is calculated to be much greater than 1 in 1-g and much less than 1 in 10 -6 -g, suggesting that buoyancy is present in a terrestrial setting but would be absent in a microgravity setting. Forced convection in a microgravity setting would be needed to obtain performance comparable to that in 1-g.
The result learned from this discussion is that there are two basic concerns when operating steam reforming in reduced gravity, the absence of buoyancy to heat and volatilize incoming organics introduced into the reaction zone, and the absence of convection late in the process that slows the mass transport for the steam gasification and Bouduard reactions. The former problem is likely solved through the use of forced convection. The latter problem is of concern in a reduced gravity setting and the prospects of utilizing steam reforming in a reduced gravity environment warrants further investigation in the form of a potential flight experiment.
D. The Role of Added Oxygen and Steam Reforming in its Absence
The next step in the discussion is the reaction kinetics of light volatiles combustion and the prospect of steam reforming in the absence of oxygen. The role of oxygen in the process is, in essence, to create an exothermic reaction to generate nascent char for subsequent steam gasification. 6, 13 Combustion occurs quickly compared to steam gasification, and the oxidation reactions are exothermic while the steam reforming reactions are endothermic. Operating without oxygen might be possible provided the 800 °C temperature regime can be 
achieved via means other than combustion. One concept, as shown in Figure 3 , would be to introduce the waste as particles into a flowing stream of steam, perhaps with an inert carrier gas, and send the mixture to a cyclone reactor heated to 800 °C. Adding thermal energy could be achieved by positioning the cyclone reactor at the focus of a solar concentrator. Such processing temperatures are reasonable from solar concentrators. Utilizing process heat from a solar concentrator has been proposed in the literature. 15 As part of this study, the size of a solar concentrator sufficiently large to process 4 kg of trash per day (from a four person crew) and onsun for 24 hours a day was estimated and compared to other features of a deep space habitat. At Earth orbit, the Figure 4 shows that a Fresnel solar concentrator subsystem, deployed to the Mars setting, is slightly larger than the antennae of a deep space habitat yet smaller than the solar arrays and radiators.
III. Reduced Gravity Flight Experiment
Though the Logistics Reduction and Repurposing (LRR) project has selected steam reforming among many different competitive processes as the preferred method for repurposing waste into useful gases, an effort is needed to acquire crucial chemical kinetic data to transition to successful reduced gravity operations. A smallscale reactor specifically designed to fit within the requirements of an anticipated parabolic flight campaign (i.e. low-g duration, aircraft power availability, and safety) is needed to conduct such a flight experiment. The effort will identify whether the steam reformer process can be utilized in microgravity, determine the level of forced convection that would be needed for obtaining a performance comparable to that demonstrated terrestrially, and may provide guidance on an eventual design concept.
The specific objective of such an effort is to acquire kinetic data as a function of the concentration of oxygen in steam, temperature, and pressure and determine the dependence of reaction rate on these parameters using a model compound such as polyethylene which forms the majority of waste in a deep space mission. A reaction kinetics plot, as shown notionally in Figure 5 , provides a means of illustrating the calculation of reaction rates from logarithmic mass loss as a function of temperature. Measuring mass loss presents two challenges, one in the absence of oxygenated steam where the polyethylene baseline mass loss due to evaporation needs to be evaluated in a non-reactive ambient gas and one in the presence of oxygenated steam where the polyethylene will be consumed. Utilizing a small quantity of polyethylene pre-melted into a droplet on a thin wire suspended in an inert atmosphere during heating, followed by the introduction of a slow flow of oxygenated steam at the desired temperature, is one concept. Accurate and precise mass measurements before and after reaction (and possibly during -via video image processing) should yield mass loss as a function of temperature, oxygen concentration in steam, and pressure (and time -via the video imaging).
The anticipated result of the effort is the demonstration of a single small-scale steam reformer yielding a reaction kinetics plot and steam reformer reaction rate data at various concentrations and pressures from a single model compound. Such intrinsic chemical kinetic information, i.e. pure kinetics in the absence of mass-transport limitations (by diffusion and/or convection) will lead to learning the minimum level of forced convection necessary in microgravity to eliminate transport limitations. 
IV. Future Work
Steam reforming offers the prospect of reducing and repurposing waste materials into useful gases that could benefit propulsion and power. Potential future work in this area is two-fold: first, to understand the limitations imposed on the system via operation in a reduced gravity environment, and second, to mitigate the limitations through the use of forced convection. Operating in the absence of oxygen through the use of concentrated solar energy would be a considered an advantage.
V. Conclusion
This paper addresses the problems and prospects of utilizing steam reforming as a means of reducing the volume of waste materials generated by a four-person crew in a 400+ day deep space habitat mission, and in the process creating useful gases for propulsion and power. Steam reforming has been shown terrestrially to consume waste at a rate comparable to that needed by a four-person crew. Oxygenated steam creates an environment in a reactor where light organic volatiles are consumed by combustion enabling the remaining organics to form nascent char that is subsequently consumed by the steam gasification and Bouduard reactions. Buoyancy plays a role terrestrially in heating the organic waste prior to gasification. The gasification reactions are driven, in part, by mass transport through pores in the nascent char. The pores eventually grow together, as suggested by percolation theory, causing fragmentation of the char particles. A Grashof number analysis suggests that convection plays an important role terrestrially in heat and mass transport as the char particles and fragments are consumed, and that forced convection will be needed to operate a steam reforming reactor in a microgravity environment. The prospect of utilizing concentrated solar energy for providing the thermal environment is also considered. Finally, a next step is suggested where the kinetics of model compounds could be studied in a reduced gravity flight campaign to gather intrinsic chemical data to be used for subsequent concept design.
